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30 CFR Ch. I (7–1–14 Edition) § 22.3 

§ 22.3 [Reserved] 

§ 22.4 Application procedures and re-
quirements. 

(a) Before MSHA will undertake an 
active investigation leading to ap-
proval of any methane detector, the ap-
plicant shall make application by let-
ter for an investigation leading to ap-
proval of the detector. This application 
shall be sent to: U.S. Department of 
Labor, Mine Safety and Health Admin-
istration, Approval and Certification 
Center, 765 Technology Drive, 
Triadelphia, WV 26059, together with 
the required drawings, one complete 
detector, and instructions for its oper-
ation. Fees calculated in accordance 
with part 5 of this title shall be sub-
mitted in accordance with § 5.40. 

(b) Where the applicant for approval 
has used an independent laboratory 
under part 6 of this chapter to perform, 
in whole or in part, the necessary test-
ing and evaluation for approval under 
this part, the applicant must provide 
to MSHA as part of the approval appli-
cation: 

(1) Written evidence of the labora-
tory’s independence and current rec-
ognition by a laboratory accrediting 
organization; 

(2) Complete technical explanation of 
how the product complies with each re-
quirement in the applicable MSHA 
product approval requirements; 

(3) Identification of components or 
features of the product that are critical 
to the safety of the product; and 

(4) All documentation, including 
drawings and specifications, as sub-
mitted to the independent laboratory 
by the applicant and as required by 
this part. 

(c) An applicant may request testing 
and evaluation to non-MSHA product 
safety standards which have been de-
termined by MSHA to be equivalent, 
under § 6.20 of this chapter, to MSHA’s 
product approval requirements under 
this part. 

[68 FR 36420, June 17, 2003, as amended at 70 
FR 46343, Aug. 9, 2005; 70 FR 48872, Aug. 22, 
2005; 73 FR 52212, Sept. 9, 2008] 

§ 22.5 Conditions governing investiga-
tions. 

(a) One complete detector, with as-
sembly and detail drawings that show 

the construction of the device and the 
materials of which it is made, should 
be forwarded prepaid to the U.S. De-
partment of Labor, Mine Safety and 
Health Administration, Approval and 
Certification Center, 765 Technology 
Drive, Triadelphia, WV 26059, at the 
time the application for tests is made. 

(b) When this has been inspected by 
MSHA, the applicant will be notified as 
to the amount of material that will be 
required for the tests. The manufac-
turer will be notified of the date on 
which the tests will be started and will 
be given an opportunity to witness the 
tests. 

(c) Observers at formal investigations 
and demonstrations. No one shall be 
present during any part of the formal 
investigation conducted by MSHA 
which leads to approval for permissi-
bility except the necessary Govern-
ment personnel, representatives of the 
applicant, and such other persons as 
may be mutually agreed upon by the 
applicant and MSHA. Upon granting 
approval for permissibility, MSHA will 
announce that such approval has been 
granted to the device and may there-
after conduct, from time to time in its 
discretion, public demonstrations of 
the tests conducted on the approved de-
vice. Those who attend any part of the 
investigation, or any public demonstra-
tion, shall be present solely as observ-
ers; the conduct of the investigation 
and of any public demonstration shall 
be controlled by MSHA. Results of 
chemical analyses of material and all 
information contained in the drawings, 
specifications, and instructions shall 
be deemed confidential and their dis-
closure will be appropriately safe-
guarded by MSHA. 

[Sched. 8C, Oct. 31, 1935, as amended by Supp. 
1, 20 FR 2575, Apr. 19, 1955; 43 FR 12315, Mar. 
24, 1978; 60 FR 35694, July 11, 1995; 73 FR 52212, 
Sept. 9, 2008] 

§ 22.6 General requirements. 
Methane detectors approved under 

this part shall be portable. They shall 
be durable in construction, practical in 
operation, and suitable for service con-
ditions underground. They shall offer 
no probable explosion hazard if used in 
gaseous mine atmospheres nor any bod-
ily hazard, such as spilling of battery 
electrolyte. They shall exhibit under 
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